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The Matthiesen 3300# Bin

Custom Bins Available:
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Manufacturers & Suppliers To Ice Industry Since 1945

Product should be installed in compliance with NEC (National Electric Code), OSHA, and other
regulatory agencies. All specifications are subject to change without notice.
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Specifications

Uncrated
Length 60”

Width 60”

Height 84”

Weight 700 lbs.

Crated
Length 64”

Width 64”

Height 88”

Weight 800 lbs.

Motor & drive 1 HP 45 RPM

Electrical 230/3/60
Other electrical available

AMP draw 4.4 at 220 volt (3 phase)
2.2 at 460 volt (3 phase)

Bottom of discharge to floor - 16”

Standard Features
• 12 ga galvanized construction

• Agitator installed - screw type or paddle style

• Bottom discharge opening accepts Matthiesen BF-150 or VLS Model
bagger with bottom hopper removed

• All motors are Totally Enclosed Fan Cooled (TEFC) - option: wash
down motors available

Options
• Stainless steel available

• 21” extensions available -  to increase capacity to 4800#

• 42” extensions available -  to increase capacity to 5800#

• 50 cycle available

• Bin liner - poly

Note: Bin liner extensions increase shipping weight by 300#

• Bin top cover

• Custom bins available

NOTE: This bin is not recommended for extended storage -
ice bridging will occur

For sales assistance call your authorized Matthiesen distributor
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